Feb 12 19:13:13 192.168.0.11 wicardd: wicardd-sh4 version 1.19 beelive (Dec 28 2015) http://wicard.tv 

Feb 12 19:13:13 192.168.0.11 wicardd: Build options: [AutoConf] [TuxBox SCI] [DVBAPI] [STAPI] [WEBIF] [ExMLog] [TWIN] 

Feb 12 19:13:13 192.168.0.11 wicardd: disabling internal CAS - -1 

Feb 12 19:13:13 192.168.0.11 under_app_detect: procname: linuxrc, daemonize = 0 

Feb 12 19:13:13 192.168.0.11 under_app_detect: PPID: 0 

Feb 12 19:13:13 192.168.0.11 dw: Filter object created. 

Feb 12 19:13:13 192.168.0.11 dw1: Filter object created. 

Feb 12 19:13:13 192.168.0.11 main_**.com**: activity_timeout = 9000 ms 

Feb 12 19:13:13 192.168.0.11 main_**r.**: using default secure key 

Feb 12 19:13:13 192.168.0.11 main_***: not decoded cache initialized, size: 64, ttl: 3000 

Feb 12 19:13:13 192.168.0.11 wicardd: thread 'main_cardsharingserver.com20017' tid 695997640 created 

Feb 12 19:13:13 192.168.0.11 backup_***: activity_timeout = 9000 ms 

Feb 12 19:13:13 192.168.0.11 backup_**: using default secure key 

Feb 12 19:13:13 192.168.0.11 backup_***: not decoded cache initialized, size: 64, ttl: 3000 

Feb 12 19:13:13 192.168.0.11 main_*****: reader thread started, pid 1853, tid 695997640 

Feb 12 19:13:13 192.168.0.11 wicardd: thread 'backup_******' tid 697046216 created 

Feb 12 19:13:13 192.168.0.11 wicardd: creating default balancer. 

Feb 12 19:13:13 192.168.0.11 default: [balancer] chain key missed, creating default chain including all readers. 

Feb 12 19:13:13 192.168.0.11 default: balancer object created, 1 stage(s). 

Feb 12 19:13:13 192.168.0.11 backup_****: reader thread started, pid 1854, tid 697046216 

Feb 12 19:13:13 192.168.0.11 DVB: Detected API: DVBAPI3 

Feb 12 19:13:13 192.168.0.11 DVB0[DVBAPI3]: starting camd.socket handler thread 

Feb 12 19:13:13 192.168.0.11 wicardd: thread 'DVB0[DVBAPI3]' tid 698590408 created 

Feb 12 19:13:13 192.168.0.11 wicardd: thread 'webif' tid 699638984 created 

Feb 12 19:13:13 192.168.0.11 DVB0[DVBAPI3]: DVB handler thread started, pid 1855, tid 698590408 

Feb 12 19:13:13 192.168.0.11 webif: server worker thread started, pid 1856, tid 699638984 

Feb 12 19:13:13 192.168.0.11 wicardd: registered 2 filter(s), 2 reader(s), 1 balancer(s), 0 tuner(s) and 0 server(s) 

Feb 12 19:13:13 192.168.0.11 wicardd: loaded 0 user account(s) 

Feb 12 19:13:13 192.168.0.11 wicardd: ECM cache size = 0 

Feb 12 19:13:13 192.168.0.11 wicardd: thread 'discovery' tid 700687560 created 

Feb 12 19:13:13 192.168.0.11 wicardd: main thread, pid 1852, tid 694947840 

Feb 12 19:13:14 192.168.0.11 wicardd: Discovery thread terminated. 

Feb 12 19:13:14 192.168.0.11 main_*****: connect to [scrubbed] 

Feb 12 19:13:14 192.168.0.11 backup_cardshar****: connect to [scrubbed] 

Feb 12 19:13:14 192.168.0.11 main_cardshari*****: Server detected: NewCS 

Feb 12 19:13:14 192.168.0.11 backup_cardsh****: Server detected: NewCS 

Feb 12 19:13:14 192.168.0.11 main_cardshari*****: CAID 0500, providers 1, UA 0000000000000000 

Feb 12 19:13:14 192.168.0.11 main_cardshar*******: provider 0: id 050C00, SA 0000000000000000 

Feb 12 19:13:14 192.168.0.11 main_card*****: auto update disabled 

Feb 12 19:13:14 192.168.0.11 main_cards****: provider data updated 

Feb 12 19:13:14 192.168.0.11 main_cards*****7: reconnecting... connected 

Feb 12 19:13:15 192.168.0.11 backup_card********: CAID 0500, providers 1, UA 0000000000000000 

Feb 12 19:13:15 192.168.0.11 backup_cards*****: provider 0: id 050C00, SA 0000000000000000 

Feb 12 19:13:15 192.168.0.11 backup_card********: auto update disabled 

Feb 12 19:13:15 192.168.0.11 backup_cards*******: provider data updated 

Feb 12 19:13:15 192.168.0.11 backup_card*******: reconnecting... connected 

Feb 12 19:13:22 192.168.0.11 cache: ecm_cache.pool.allocated: 0 

Feb 12 19:13:22 192.168.0.11 main_cardsha*****: 2 ECM81 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (238/241/241 ms) 

Feb 12 19:13:28 192.168.0.11 cache: ecm_cache.pool.allocated: 1 

Feb 12 19:13:28 192.168.0.11 main_cards******: 2 ECM80 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (1882/1885/1885 ms) 

Feb 12 19:13:38 192.168.0.11 cache: ecm_cache.pool.allocated: 2 

Feb 12 19:13:39 192.168.0.11 main_car********: 2 ECM81 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (1941/1944/1944 ms) 

Feb 12 19:13:48 192.168.0.11 cache: ecm_cache.pool.allocated: 3 

Feb 12 19:13:48 192.168.0.11 main_cardsharin*********: 2 ECM80 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (1896/1896/1896 ms) 

Feb 12 19:13:59 192.168.0.11 cache: ecm_cache.pool.allocated: 4 

Feb 12 19:13:59 192.168.0.11 main_cards**********: 2 ECM81 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (2044/2045/2045 ms) 

Feb 12 19:14:08 192.168.0.11 cache: ecm_cache.pool.allocated: 5 

Feb 12 19:14:09 192.168.0.11 main_cards********: 2 ECM80 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (1905/1905/1906 ms) 

Feb 12 19:14:18 192.168.0.11 cache: ecm_cache.pool.allocated: 6 

Feb 12 19:14:18 192.168.0.11 main_card*********: 2 ECM81 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (1927/1927/1930 ms) 

Feb 12 19:14:29 192.168.0.11 cache: ecm_cache.pool.allocated: 7 

Feb 12 19:14:29 192.168.0.11 main_cardshari****: 2 ECM80 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (2019/2020/2020 ms) 

Feb 12 19:14:38 192.168.0.11 cache: ecm_cache.pool.allocated: 8 

Feb 12 19:14:39 192.168.0.11 main_cardshari*********: 2 ECM81 (0500:050C00/DD1A.0) for DVB0[DVBAPI3] 
[32mdecoded
[0m (1909/1910/1910 ms)
